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We’ve put together these Water Connection
guidance notes to provide background
information for those wishing to make a
connection to a public water main within our
region. They’ll take you through everything
you need to know before making an
application.
You might be constructing new buildings or
converting existing buildings into multiple units
and require a new water supply. Or be looking to
upgrade your current supply through a
‘replacement’ connection. A water connection
application facilitates this by connecting our large
water mains – often found in the road outside your
property – to your supply pipe.
The following guide explains what you need to
think about and do if applying for a new
connection. We will provide you with an
understanding of our application process,
guidance on the technical standards and answer
the most common questions through an FAQ.
If you are building new homes, we’d also
encourage you to take advantage of our Target
100 scheme by installing water saving fittings. If
there are enough water savings to bring the
average water consumption down to 110 litres per
person, per day (the current average is 130) you’ll
receive an enhanced Income Offset saving you
money.
When making an application, you should also
read our terms and conditions alongside these
guidance notes.
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The background
What is a water connection,
and will I need one?
A water connection is how we connect your
property to the mains water supply. You’ll need to
bring a supply pipe from your property to the
highway boundary and then we’ll install the new
communication pipe from the boundary to our
water main.

If you already have an existing connection but
would like a replacement supply, this is normally
required for:




Some common reasons for needing a new water
connection are:









Building one or multiple new homes or flats.
Separation of supply (i.e. Building a separate
annexe onto an existing building).
Converting a building without a previous
connection.
Installing a fire supply (i.e. sprinkler system).
Agricultural supplies (i.e. an animal trough).
Commercial supplies.
Temporary building supplies.

Low water pressure.
Upgrading to a larger supply.
Renovating a property into multiple units or
separating an existing shared supply to be
billed individually.
Relocating meters or supply pipes.

Once you’ve laid your pipe to the boundary, we’ll
carry out a water regulation inspection to check
the pipework is installed correctly before we
finalise the connection to our mains. This process
is explained in more depth later in these guidance
notes.
Disconnection requests are also dealt with
through the water connection application process.

Sewer and water maps
You will need to understand the location, size and
material of our water mains in your area so you
can plan how your connection will be made.
You can request a sewer or water map online and
where known, the map identifies:




The location of water mains in our water
supply area.
Size and material of the pipe.
The location of sewer mains.

You may also be able to view these maps freely at
your local authority offices.
You can then annotate where you would like the
point of connection for your site to be made and
attach this with your application.

3

For larger bulk connections, we’ll need to ensure
the new connecting pipework is no larger than the
diameter of our existing network.
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Who is responsible for what?
The below diagram is the typical layout of the pipework between your property and our mains and who’s
responsible for what. You’ll be responsible for the supply pipe which runs through your private land and any
internal pipework. Whereas we own and maintain the large water mains and smaller communication pipes
that run in the public highway (road), and the water meter installed at the site boundary.

Pictured
Left: You should
ensure an
internal stop tap
is fitted on entry
to the property.
Right: We’ll fit a
water meter and
external stop tap
as part of the
connection.
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Water regulations
The Water Supply (Water fittings) Regulations
1999 are the legal requirements that you’ll need to
follow when designing, installing and maintaining
your pipework. The three main requirements are:





Plumbing systems, water fittings and water
using appliances must be installed and
maintained to comply with the regulations.
Contamination of drinking water must be
prevented.
Advance notice of plumbing installation work
must be given.

For any new water connections your service pipe
and plumbing work will need to be installed
subject to the requirements of the water
regulations. You can find out more about the
water regulations or installing, modifying and
maintaining domestic plumbing systems on our
website.
As part of the water regulations and before we
book in the final service connection to connect
you to the water main, we will need to be notified
of your plumbing work via our website and
arrange an inspection each service pipe laid.

Find an approved plumber
We can help you find approved plumbers in your
area familiar with the water regulations to carry
out your works. Enter your postcode on
WaterSafe to find local approved plumbers.
All plumbing businesses listed on WaterSafe are
members of a water industry-backed Approved
Contractors’ Scheme in the UK, carry agreed
levels of Public Liability Insurance and operate a
customer complaints scheme.
Using an approved plumber will help prevent the
risk of contamination of drinking water from poor
plumbing practices and sub-standard products.

Sizing of the pipe
Once you’ve found an approved plumber, they will
be able to advise you on what size pipe and flow
rate is required to serve your specific
development. We are unable to advise of this as
the size will be dependent on your individual
property needs and water requirements.

Pipe material & contaminated land
When you lay your pipework, you’ll need to
ensure it’s in the correct material for your site so
we can maintain a safe water supply in the
interest of public health.
In your application we’ll ask you to indicate if the
site has previously been used for a specific
reason (e.g. vehicle parking or petrol station). Or if
a visual site inspection reveals any obvious signs
of ground contamination (e.g. fuel spillage, fly
tipping or home motor mechanics). If there are
signs of contamination, we’ll ask you to provide a
soil report as well.
Where there is a risk of contamination or the site
is shown to be contaminated, we’ll ask you to use
a barrier pipe known as ‘PEB’ (polyethylene
barrier).
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PEB includes a concentric aluminium layer to
prevent contaminants entering the water supply.
We’ll detail if barrier pipe is required in your
estimate, so do check because if so, you’ll need to
use it appropriately to pass our inspections. For all
other sites the standard blue ‘MDPE’ (medium
density polyethylene) pipe will be used.
For more information you can read our guidance
notes on contaminated land.
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Laying your pipework
Communication pipes can be in various
configurations depending on your development,
but our aim is to ensure accurate future billing
whilst minimising costs to developers.
Separation of shared supply
Shared supplies are where multiple homes are
supplied off one connection which can lead to low
pressure or intermittent flow. If you have a shared
communication pipe with your neighbour, and you
require an independent supply, you will need to
bring a new supply pipe to the boundary of the
site by the public highway/verge. We will then
estimate for a new communication pipe and
installing a meter chamber to join them together.
The previous pipework serving your property
should be traced back and disconnected at its
source of supply i.e. where it branches away from
your neighbours’ pipe, without leaving any
redundant lengths of pipe that may harbour
stagnant water.
Building new semi-detached houses with
shared drives
If you are building semi-detached houses and are
able to bring both supply pipes to your boundary
together or onto a shared drive, no further than
300mm apart, then it will be possible for us to
estimate for bringing one 32mm communication
pipe to meet your supply pipes and installing a
two way manifold and meter box to join them.
Building new flats or apartments
If you are building a small block of flats with up to
six units, and can bring your supply pipes out
together, no further than 700mm apart (from pipe
1 to pipe 6) to the boundary of the site (public
pavement), then it will be possible for us to
estimate for bringing one bulk supply (63mm)
communication pipe to meet your supply pipes
and installing a six way manifold and external
meter box to join them. To mitigate the risk of
water theft from unused manifold ports, this option
is only available where five or more new supplies
are required. Alternatively, a bulk supply with
internal meters could be installed in a communal
area (hallway).
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Pipework specifications
Using our estimate for your works, you’ll be able
to understand the size of pipework, material and
where it should be brought to for the connection.
You will then need to organise with your plumber
laying this with approved water fittings (Water
Fittings Regulation Part 4 compliant) and dig any
trenches as appropriate.
In accordance with the National Joint Utilities
Group recommendations, the underground supply
pipe must be no less than 750mm below ground
level and separated from other pipes such as
those carrying natural gas by at least 350mm. In
addition, the pipe must not be laid deeper than
1,350mm, unless in a duct.
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All supply pipes entering buildings, regardless of
layout must be laid either in sand or ducts, at a
depth of 750mm and have the ends of the duct
sealed to prevent the ingress of gas or vermin into
the building. See details 1, 2 and 3.

Your pipe should be labelled with the plot number,
have the end capped off and be fitted with an
internal stopcock. All supply pipes must pass an
inspection by our New Works Supervisors before
any communication pipe works can be planned.

You will need to bring your private supply pipe in a
straight line (shortest route) from the building to
the agreed point, shown on your estimate, for
connection to the external stopcock (meter
chamber). You’ll need to avoid crossing any thirdparty land and avoid entering the protection zone
of any nearby tree.

These measures will ensure the water supply is
not at risk from contamination.
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Manifolds
Manifolds are an option for sites which need
multiple connections at one location. They allow
us to bring the communication pipe to one location
from which it can then separate into individual
supply pipes through a 2 or 6-way manifold. For 2way manifolds the pipes should be no further than
300mm apart and for 6-way no further than
700mm apart (measured from pipe 1 to pipe 6).
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I should also be aware

Fire Supplies

Third party/private land

If you are planning to install a fire sprinkler
system, it is essential the background information
notes are read and complied with also.

If your private supply pipe is running through
someone else’s land, please send written consent
from the owner in your application to confirm the
supply was laid legally.

Commercial Supplies
Commercial customers in England and Wales
have a choice of who they purchase their
commercial water from. A list of Market Retailers
who provide this service is available on
openwater.org.uk. Once we have installed your
commercial supply, the retailer you have
nominated in your application, will bill you. If you
do not nominate a retailer, we will appoint one on
your behalf.

Internal Meters
We only allow internal meters to be installed for
blocks of flats and in these circumstances, we will
install the meters onto your private pipe work that
you have prepared in advance.
We can also supply the meter carriers (manifolds)
for you to install if you request this on your
application, or you can source and install your
own. They must be installed in lockable
cupboards, inside communal entrance halls, or
basements. The area must be secure, and
accessible via key-code entry pad. Internal meters
are detailed further in the technical specification
section of these guidance notes.

New Water Mains
If you are building multiple domestic or
commercial properties on a site that will have new
road access, you will probably need a new water
main to be laid to service your site. These are
dealt with separately to a water connection and
you can find out more about your options on our
new water main webpage.
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Sewer Connections
When building new homes and applying for a
water connection, it is likely you may need a new
sewer connection. To learn more and make an
application please visit our sewer
connection webpage. It is an offence to connect
into our sewers directly or indirectly without our
formal approval.

Bulk connections
Some larger sites, including commercial buildings
and flats will require a larger connection than our
standard connection sizes of 25 or 32mm (outer
diameters). We refer to these larger sizes as ‘bulk
connections’ which includes sizes greater than
32mm, including 63mm, 90mm and 125mm.

Chlorination
We will make an assessment and advise you
whether you need to disinfect your water supply
installation. But as a general rule, If your supply
pipe is 63mm diameter (50mm internal diameter)
or larger, and also greater than 15 metres in
length, or there’s reason to believe the pipework
may be contaminated, then you must have it
chlorinated and tested for microbiological content
and turbidity by a UKAS accredited analytical
laboratory and then have these sent to us for
approval.
The pipe must achieve a satisfactory pass before
we can programme your final connection works.
Please send the test report to
Scient@southernwater.co.uk copying in your New
Works Supervisor, whose details will be provided
with your estimate.
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Temporary building
supplies (TBS)
Temporary supplies can be provided for
development sites where water is required for
building purposes, it will follow a similar process to
laying a standard supply, however we will
organise a disconnection at a time indicated by
you in the future.

Sometimes you may want to use a service pipe
for a plot as a temporary supply, whilst the plot is
being built. If this is the case, then once the
temporary supply is no longer required, the plot
can connect, however ensure the boundary box is
installed initially in the correct final location.

Typically we will contact you within a month of the
disconnection date indicated to ensure you are
finished with the supply before we remove it, and
if need be we can extend the disconnection date
into the future if you still require it.

You can also apply for solely a disconnection of
an existing supply and we will arrange for this to
be carried out.

Standpipe hire
There may be times when you need a supply of
water outside of our normal service. Hiring a
standpipe is an alternative method to have a
temporary source of water for a site including:





Landscape gardening
Construction
Drain cleaning
Organised events

These can be hired from Water Services, who we
work with to provide standpipes in our area of
operation. If you would like to hire a standpipe or
enquire about prices please contact Water
Services on 02392 695 515 (7:30 – 4:30
weekdays) or email
southernwater@waterservicesltd.com.
.
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Only standpipes provided by Water Services can
be legally used on our network. Using standpipe
without a licence is illegal.
You should note that standpipe water can only be
drawn from a Southern Water washout hydrant
(Marked with ‘WO’). It can never be used on a fire
hydrant (Marked with ‘FH’).
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The application process
Stage 1 – Pre-Planning Enquiry
A Pre-planning Enquiry will assist in identifying any possible capacity constraints that may be
associated with servicing your development site.

Stage 2 – You Make an Application
Apply online via our portal, where you will need to provide us with information and the requested
documents for your site and make payment of the application fees. Once your application has been
made, our team will review the information submitted and we will respond within 5 days to confirm the
documentation is complete or ask for more information if required.

Stage 3 – Site Survey and Receive Quotation Estimate
Within 28 days we’ll send you your estimate for the works to be carried out. To produce the estimate,
our surveyor will attend site to assess the road conditions and measure up for your requirements. We
will provide you with an offer letter, acceptance form, associated technical guidance for pipework
installation and let you know your New Works Supervisor for your area.

Stage 4 – Acceptance and You Complete Site Works
Once you have received our offer and are ready to accept the estimate and pay, you will need to sign
and return the acceptance form, make payment for the works and complete the notification of works
form online.
You can then lay your private supply pipe in accordance with our technical guidance and the Water
Supply Regulations.

Stage 5 – You Book your Site Trench Inspection
When you have laid your private supply pipe and are ready to have your trench inspection carried
out, you will need to contact your assigned New Works Supervisor to arrange an inspection of the
works. However please note that trench inspections will not be able to be booked until at least 72
hours after payment has been made.

Stage 6 – Connection and Meter Installation
Once your pipe has passed the trench inspection, your new service will normally be connected within
21 calendar days by our team. Following connection, the new supply will be left live with the meter
installed. You will be responsible for the bill, so if this won’t be the case you’ll need to complete the
‘New Property Sale form’ attached with your estimate and forward this to your New Works Supervisor
so we set up the Billing Account correctly.
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Notification of works

Trench inspection

When carrying out certain types of plumbing work
there is a legal duty for both domestic and
commercial properties to notify us in advance so
we can ensure public health is protected.

Once you have laid your private supply pipe and
are ready to have your trench inspection carried
out, you’ll need to contact your New Works
Supervisor as indicated with your estimate.

Once we have provided you with an estimate for
the connection, you’ll need to visit our website to
complete the Notification of proposed works form.

Our team will then carry out a trench inspection to
ensure that the supply pipes have been laid in
compliance with the Regulations. Your supply
pipe will need to pass this inspection before we
can programme our work for providing the new
connection.

Our team will review your plans for the plumbing
to ensure it complies with the Water Supply
(Water fittings) Regulations and will maintain a
healthy drinking water supply to your property and
keep the network free of contamination. If so, we’ll
provide consent for the works.
Notifying us is free, however we’ll require at least
10 calendar days’ notice before your plumbing
work starts. Until our consent has been given, the
final connection can’t be made.

Trench inspection checklist
The below criteria will need to be met for the inspection of your supply pipes to be
passed:
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All obstructions must be removed to allow
the inspection.



No pipes must be installed above the
water pipe i.e. which will block access to it.



The site/footpath boundary is clearly
marked.



Supply pipe is a minimum of 750mm deep
or between 750mm and 1350mm.



Duct must be cut back at the boundary
and appropriately sealed.



Supply pipe must be capped and labelled
with plot number.



Supply pipe must not cross third-party
land to prevent boundary disputes.



Supply pipe is brought to a 90-degree
angle from the main and at entry to the
property.



Supply pipe must be in the same location
to that priced for under new connections
estimate.
-

-

Can’t be in a different road to that
stated on the new connections
estimate.
Must be close enough together to
utilise 2/6-way manifold (if
applicable).



Supply pipe must be ducted into the
building, appropriately sealed and
insulated.



An internal stopcock must be fitted.



Supply pipe must be PEB for
contaminated sites or standard PE for
non-contaminated.
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Application timescales
Estimate

Connection

Once you’ve made a full application for a water
connection estimate this will take 28 calendar
days for us to produce the estimate for your site.

After you have accepted the estimate, paid and
passed the inspection we’ll schedule in your
connection. This can take up to 3 months if we
need to get permission for works in the road or
footpath and arrange traffic management (i.e. 3 or
4-way traffic lights). When traffic management
isn’t required, we will make the connection within
21 calendar days and leave the supply live.

Laying your pipework and trench inspections
After receiving the estimate for the works you’ll
need to submit a notification of works to our team
to check your plans comply with the water
regulations and we’ll respond in 10 calendar days.

Reconciliation
Once passed, you’ll then be able to lay your
private supply pipe up to the point of connection
and arrange a trench inspection to be carried out
with your New Works Supervisor. Trench
inspections will not be able to be booked until at
least 72 hours after payment has been made.

At the end of the process if the work cost less
than that given in the estimate, we will
automatically refund you the associated cost.

Documents to include with your application
When making your application, you will need to
include a site location plan for your site. You will
also need to include a soil analysis report if you
have had this commissioned, and if there was
previous water usage on your site during the last
5 years please submit documentation confirming
this.

If looking to apply for our Target 100 water
efficient development income offset, you will need
to supply supporting documentation from Building
Regulations to certify that the water fittings
installed in the new properties will reduce the
average daily water usage from 130 litres per
person per day, to 110 litres per person per day or
less.
Site Location Plan (.pdf)
(1:1250 or larger)
Showing the location of the
property with the site boundary,
roads, adjacent buildings clearly
shown.
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Application fees

Water Regulations inspection fees
Service

Cost (£)

An application fee is required for each water
connection. The charge is variable, based on the
number of connections as per our charging
arrangements:

Water Regulations
inspection (External) –
1st of every 10 plots
(1st, 11th, 21st etc)

£82.00
(excl. 20% VAT)

Application fee

Cost per connection
(£)

£5.69
(excl. 20% VAT)

First connection

£86.57
(incl. 20% VAT)

Water Regulations
inspection (External) –
every other plot (2nd10th, 12th-20th etc)

For each subsequent
connection

£52.50
(incl. 20% VAT)

If you have multiple subsequent connections, then
the relevant cost should be multiplied as
appropriate per each additional connection.

Connection estimate
The water connection costs detailed in your
estimate include traffic management (if
applicable), excavation and reinstatement of the
road/footpath/verge, tapping of the main,
communication pipe and meter installation. The
cost will vary for each individual application and
the works we need to carry out.
Our quotes are valid up to the end of the
financial year (31st March), for quotes made in
Feb/Mar we give a 2 month extension. If the quote
expires or there is any change to the way you
want to lay your pipes or connect into our network,
then you’ll need to ask for a requote for your site.
Included in the connection estimate will be
administration fees and water regulation
inspection fees as appropriate and detailed below.
Please note we charge for additional visits if you
do not pass the inspection.
Administration fees
Service

Cost (£)

Administration fee
(first connection)

£33.16
(excl. 20% VAT)

Administration fee (for
each subsequent
connection)

£20.54
(excl. 20% VAT)
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Since it is impossible to truly know what
conditions will be encountered until the works
commence, the price you receive is estimated.
Should the work turn out to cost less than the
given price, then you will receive a refund.
Alternatively, should the work cost more, then you
will receive an invoice for the outstanding amount.

VAT
We apply VAT to water connections as follows:







New build dwellings i.e. new buildings with 3
or more new external walls and roof, are
exempt from paying VAT.
Listed buildings with appropriate Listed
Building Status are also exempt from VAT.
Existing buildings that are converted to
residential dwellings, or qualifying
renovations are required to pay VAT at 5%.
Otherwise, the default VAT rate is charged at
20% (Commercial, existing properties,
Agricultural, Separation etc).

Infrastructure Charges
An Infrastructure Charge is applicable for new or
existing premises connecting to the public water
supply for the first time. The charge is a
contribution towards the overall costs of
developing and maintaining the water supply and
sewerage networks.
It is charged in addition to the application fees and
at the same time as your connection estimate.
You can find out more by reading through our
connection charging arrangements.

Water Connections
Guidance Notes

Water Connections
Technical Specification
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Glossary of Terms
Term

Definition

Water main

The large distribution water mains owned by us and often found
within the road or footway.

Communication pipe

The short length of pipe owned by us between the water main and
the meter chamber before it connects to your supply pipe.

Supply pipe

The pipework you own between your house and our meter chamber.
You will be responsible for laying this to the right technical standards.

Trunk main

Is a large diameter and highly pressured water main with the purpose
to move large volumes of water across our network. It should only be
connected to in certain circumstances.

Internal stopcock

Is the ‘tap’ that controls your water supply into your home, likely to be
located where your supply pipe enters the home.

External stopcock

Similar to the internal stopcock but is located externally at the water
meter chamber, controlling the flow from the water main to the supply
pipe at the edge of your property.

Capped pipe

This is a temporary measure necessary to prevent dirt or
contaminants entering the pipe.

Manifolds

A section of pipe which has a larger communication pipe input and
redistributes this to several different supply pipes at the same
location. Often supplied as a 2 or 6-way manifolds.

Internal meters

These are water meters that are fitted internally within a building for
new flats or apartments, rather than the traditional location at the
property/highway boundary.

Meter Carrier

This is the piece of apparatus that houses a water meter.

Trench

A trench is referred to as the excavation that is prepared in the
ground for laying the pipework.

Barrier pipework (PEB)

Will be used in potential cases of contaminated land. It includes a
concentric aluminium layer to act as a ‘barrier’ to prevent
contaminants entering the water pipe.

Contaminated land

Is land that contains substances that are potentially hazardous to
human health and the environment, often existing from previous use
on the site.

Drain off point/Drain valve

This is a valve used to release water and empty the water pipe once
the mains supply has been switched off. When opened, water will
drain out of the pipe.
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Fire supplies

Tank fed fire supply

Water supplies for firefighting are designed to
provide an additional protection to life and
property in residential properties. There are many
configurations of the supply depending on the
requirements of your site and we would advise
consideration before designing a fire supply which
relies on direct mains pressure, flow or continuity
for its operation. Some of these configurations are
explored below, but do refer to the extended
background information notes on fire sprinkler
systems.

New residential property with storage and
boosted sprinkler supply

As pressures and flows can vary due to demand,
both throughout the day and in different seasons,
alongside the need for planned and unplanned
maintenance of our network, we instead
recommend an indirect system with dedicated onsite storage tank and a pump.
We would permit a fire sprinkler connection to be
installed without a water meter if:







The connection is no larger than 32mm OD
The design and installation of any system
should be undertaken by a suitable qualified
and experienced sprinkler contractor.
The installation is designed in accordance
with one of the guidance diagrams or a
variation agreed with us as part of the
application process.
In the case of a new property, the domestic
supply must be independently metered via a
boundary box or wall mounted meter box.

If it doesn’t meet the above criteria, a water meter
will be fitted for monitoring purposes. In all
circumstances we will still require you to visit our
website to submit a notification of works form so
our team can carry out an inspection before the
connection is made live.
A direct connection only applies if you are unable
to install a storage cistern and booster system.
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Direct connection fire supply
New residential property with direct
connection for fire supply
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Internal meters
Internal meters installation in
new flats



Access for meter maintenance and meter
reading will be required 24 hours a day / 365
days a year.



All meter and private pipework installations
must satisfy Water Regulation requirements





The meters will only be installed on carriers
that have WRAS approval. These meter
carriers can either be supplied by Southern
Water and recharged via the job estimate, or
purchased direct from an independent
supplier.

Southern Water will not carry any special
keys to open doors to gain entry to premises
or meter cupboards. Any doors that need
secure access must be fitted with coded pads
and the codes provided to Southern Water.
The meter cupboard(s) must not be lockable.



All future maintenance and responsibility for
pipework within the grounds of the property
and internal pipework within the building(s),
rests with the owner(s) of the property. This
includes the meter carriers, but not the
meters.



The meters and meter carrier (if we were
responsible for supplying) will remain the
responsibility of Southern Water and must
not be removed or tampered with by others.



Water and electrical apparatus must not be
installed in close proximity or within the same
cupboard



The meter carrier will be of a gunmetal or
similar approved material (not plastic)
Complete with integral stoptap, both the inlet
and outlet must have 3/4" BSP threaded
ends. The meter carrier is also to have an in
built non-return valve (NRV) and the stoptap
must be to BS1010. The Stoptap and NRV
must also be Water Fittings Regulation 4
compliant.



All meters once fitted must have a tag to
identify each property flat number



The meter carrier must be correctly secured.



A drain cock and a stop tap are to be fitted
immediately after (downstream of) the meter
carrier.



Each flat will have its own meter, there will be
no shared supply



The Builder/Developer must ensure that the
owner of each flat is shown the location of
their meter.

Meter Carrier
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FAQs
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FAQs
I’d like a disconnection, is a
water connection the right
application?

I’d like to find out more
about the Notification of
Works process?

Yes, we don’t have a separate application for
disconnections and so we deal with these through
the water connection application. When you apply,
just make us aware that you are applying for a
disconnection and we’ll arrange this for you.

We’d recommend watching WaterSafe’s short film
on the topic. Once ready to make your notification
of works, you will need to do this by filling out the
form on our website.

Is it possible to meet with the
surveyor when they come to
carry out the site survey?
Yes, you will need to make sure you select this
during your initial water connection application. If
so, one of our team will contact you to meet you
on site during the visit.

Do I need to upgrade my
existing supply?
If you already have an existing connection but
would like upgrade by replacing your current
supply, this is normally required for:






Low water pressure.
Upgrading to a larger supply.
Renovating a property into multiple units or
separating an existing shared supply to be
billed individually.
Relocating meters or supply pipes.

My existing supply is a lead
pipe, does it need replacing?
Lead in water is harmful so if your property has
lead pipes you will want to replace them. If you
are concerned that you may have lead plumbing
or would like us to check your drinking water for
lead, we can arrange a visit to your property and
we’ll take a water sample for analysis free of
charge. You can find out more about this service
and lead pipes on our website.
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What soil investigation
should I consider for
contaminated land?
A soil investigation is carried out to understand
properties of the soil and get clear information
about whether the soil is contaminated or not.
If your site has been previously been used for a
specific reason (e.g. vehicle parking or petrol
station), or if a visual site inspection reveals any
obvious signs of ground contamination (e.g. fuel
spillage, fly tipping or home motor mechanics),
we’ll ask you to provide a soil report with your
application.

Why does it take up to 3
months for connection if the
works are in the road?
As part of connection works in a road, we need to
ensure we arrange the necessary highway
licences to work in the road. Any opening in the
road, footpath or verge requires a ‘road opening
notice’ from the appropriate Highway Authority
and therefore we need to apply in line with their
procedures and timescales, and as such this can
take up to 3 months.

Water Connections
Guidance Notes

Why is traffic management
required and I have to pay
for it?

Who can carry out the
connection to the water
main?

Standard traffic management approaches where
we can keep traffic flowing, or install 2-way traffic
lights, are included within our standard charges.
Traffic management allows us to carry out the
works in the road safely.

It is a legal requirement that no connection to our
apparatus be made except by ourselves as
Southern Water or our approved contractors.
Contravention to this requirement would be in
breach of The Water Act and subject to
prosecution.

However, if more complex traffic management is
needed, or we incur additional local authority
charges, we will apply an additional charge for
extraordinary traffic management. Examples of
where these charges apply include:






3- or 4-way temporary traffic lights when
working at junctions
Road closures
Temporary closure of pedestrian crossings or
traffic lights (often known as ‘bagging’ traffic
lights)
Lane rental charges

Can I connect new supply
pipes onto an existing
communication pipe?
If you are constructing a new building or
converting an existing building into multiple units,
you will need a new communication pipe(s). We
will not allow you to connect any new supply pipes
onto your existing communication pipe due to
potential complications with pressure and it not
being standard industry practice since 1991.

I would like to apply for the
Target 100 scheme, what do I
need to include with my
application?
If you are applying for reduced water
infrastructure charges via the Target 100 scheme,
please upload your supporting documentation
from Building Regulations confirming that your
internal fittings comply with this.
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However, we do allow connections to be made by
a self-lay provider where applicable
When an Inspection is not required
If the installation work is being completed by a
self-lay provider or approved WaterSafe plumber,
then they can choose to sign off their own supply
pipe as their membership will confirm the work is
compliant.
In this circumstance a sign off certificate will need
to be sent to our water regulations team to confirm
this. When not using a WaterSafe accredited
plumber, you’ll need to book a Water Regulations
inspection with us.

Why do I have to pay
sewerage infrastructure
charges?
Infrastructure charges are a one-off charge,
charged by all water companies for first time
connections. Each new connection that adds a
demand to our water and sewerage network will
incur these costs. These charges ensure the
upkeep and maintenance of our network.
We charge sewer infrastructure charges at the
same time as the water where you have indicated
you are connecting to the sewerage system.

