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APPENDIX B    

Emergency Discharge 
Sites 

See notes in Section 4.1 regarding the 
potential need to modify / augment 
over-pumping sites to deal with future 
flood events. Over-pumping sites will 
be selected to provide the most 
effective arrangements to maintain 
services, whilst minimising 
environmental effects. Where practical, 
sites that have been used previously 
are expected to be re-used (when 
necessary), but the use of different 
locations cannot be ruled out, if 
hydraulic conditions dictate. 
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Hursley, Hampshire – Over-pumping and Tankering Sites (Plan 1 of 1)  
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Main Road 

Pump                
(442805,125078)                    
Manhole at corner of Main 
Rd/ South End Close            
Pump from manhole to 
settlement tank to filtration 
sacks before discharge to 
village culverted 
watercourse.      

Tanker from Main  
Road, Hursley WPS 
to manhole at corner 
of Main Rd/ South 
End Close  

Village culverted 
watercourse 

Pump (442772,125045)                 
Main Rd WPS, Hursley       
Pump directly into rising 
main (preferred option) 

South End Close 

Tanker from Main  
Road, Hursley WPS to 
sewer downstream 
with sufficient 
capacity (preferred 
option) 

Manholes particularly 
vulnerable to spillages 
include those in the 
vicinity of the Dolphin 
Inn 

Advisory signs 
to be placed 
downstream of 
discharge point  
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Timing for Deployment of Tankers and Over-pumps in previous winters 

Location Tankering  Over-pumping 

Start Date Stop Date Typical Number 
of Tankers 

Start Date Stop Date Typical Number 
of Pumps 

Hursley, 
Hampshire  

24/01/14 25/03/14 2 to 3 14/02/14 30/04/14 2 

Hursley, 
Hampshire 

11/03/20 14/04/20 1 N/A N/A N/A 

 
Tankering and over-pumping were not required during the 2020/21 winter. 


