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APPENDIX B    

Emergency Discharge 
Sites 

See notes in Section 4.1 regarding the 
potential need to modify / augment 
over-pumping sites to deal with future 
flood events.   Over-pumping sites will 
be selected to provide the most 
effective arrangements to maintain 
services, whilst minimising 
environmental effects. Where practical, 
sites that have been used previously 
are expected to be re-used (when 
necessary), but the use of different 
locations cannot be ruled out, if 
hydraulic conditions dictate.    
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Lancing, West Sussex - Overpumping and Tankering Sites (Sheet 1 of 3)  

   

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Overpump from 
MH8502 to 
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Lancing, West Sussex - Overpumping and Tankering Sites (Sheet 2 of 3) 

Overpump from 
council surface water 
system (not shown on 
SW mapping system) 

to ditch 
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Lancing, West Sussex - Overpumping and Tankering Sites (Sheet 3 of 3) 

Tanker Point from surface water 
gullies (council owned, not shown on 

SW mapping system) 
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Lancing, West Sussex - Overpumping and Tankering Sites (Sheet 1 of 2) 

 

Overpump from 
MH8502 to 
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Lancing, West Sussex - Overpumping and Tankering Sites (Sheet 2 of 2) 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Over-pump from 
manhole 5204 to 

manhole 5201 

Grinstead Lane 
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Timing for Deployment of Tankers and Overpumps 

 Location Tankering  Overpumping 

Start Date Stop Date Typical Number 
of Tankers 

Start Date Stop Date Typical Number 
of Pumps 

Grinstead Lane 19/02/14 21/02/14  3 - - - 

Manor Close - - - 05/02/14  01/04/14  2 

Grinstead Lane, 
Manor close and 
old Shoreham 
Road 

10/01/16 13/02/16 2    

Manor Close    12/02/16 26/02/16* 2 

Grinstead Lane, 
Manor close and 
old Shoreham 
Road 

      

Manor Close    22/12/19 March 2020 2 

 
 
 
Note:  
*Overpumping at Manor Close was installed on the 12/02/16 for a short duration only. The stop date shown is approximate. 
 
** At the time of writing this plan, stop date information was unavailable. This will be updated when information is available. 


